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GENERAL

§63.1340 What parts of my plant does
this subpart cover?

(a) The provisions of this subpart
apply to each new and existing port-
land cement plant which is a major
source or an area source as defined in
§63.2.

(b) The affected sources subject to
this subpart are:

(1) Each kiln including alkali by-
passes, except for kilns that burn haz-
ardous waste and are subject to and
regulated under subpart EEE of this
part;

(2) Each clinker cooler at any port-
land cement plant;

(3) Bach raw mill at any portland ce-
ment plant;

(4) Bach finish mill at any portland
cement plant;

(5) Each raw material dryer at any
portland cement plant;

(6) Each raw material, clinker, or fin-
ished product storage bin at any port-
land cement plant;

(7) Bach conveying system transfer
point including those associated with
coal preparation used to convey coal
from the mill to the Kkiln at any port-
land cement plant;

(8) Each bagging and bulk loading
and unloading system at any portland
cement plant; and

(9) Each open clinker pile at any
portland cement plant.

(c) Crushers are not covered by this
subpart regardless of their location.

(d) If you are subject to any of the
provisions of this subpart you are also
subject to title V permitting require-
ments.

[75 FR 55051, Sept. 9, 2010]

§63.1341

§63.1341 Definitions.

All terms used in this subpart that
are not defined in this section have the
meaning given to them in the CAA and
in subpart A of this part.

Affirmative defense means, in the con-
text of an enforcement proceeding, a
response or defense put forward by a
defendant, regarding which the defend-
ant has the burden of proof, and the
merits of which are independently and
objectively evaluated in a judicial or
administrative proceeding.

Alkali bypass means a duct between
the feed end of the kiln and the pre-
heater tower through which a portion
of the kiln exit gas stream is with-
drawn and quickly cooled by air or
water to avoid excessive buildup of al-
kali, chloride and/or sulfur on the raw
feed. This may also be referred to as
the ‘‘kiln exhaust gas bypass’’.

Bagging system means the equipment
which fills bags with portland cement.

Bin means a manmade enclosure for
storage of raw materials, clinker, or
finished product prior to further proc-
essing at a portland cement plant.

Clinker means the product of the
process in which limestone and other
materials are heated in the kiln and is
then ground with gypsum and other
materials to form cement.

Clinker cooler means equipment into
which clinker product leaving the kiln
is placed to be cooled by air supplied by
a forced draft or natural draft supply
system.

Continuous monitor means a device
which continuously samples the regu-
lated parameter specified in §63.1350 of
this subpart without interruption,
evaluates the detector response at
least once every 15 seconds, and com-
putes and records the average value at
least every 60 seconds, except during
allowable periods of calibration and ex-
cept as defined otherwise by the con-
tinuous emission monitoring system
performance specifications in appendix
B to part 60 of this chapter.

Conveying system means a device for
transporting materials from one piece
of equipment or location to another lo-
cation within a facility. Conveying sys-
tems include but are not limited to the
following: feeders, belt conveyors,
bucket elevators and pneumatic sys-
tems.
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